
Cleaning Guide: 

Spraying cleaning products on to  
electrical products is not recommended.

It is important to ensure that switches are 
turned off before cleaning.

Do not use any cleaning sprays - only 
wipe down with damp cloth or rub with 
dry cloth. (Do not use an abrasive cloth as 
it may scratch the plastic).

Do not use harsh chemical cleaners as 
these can break down the plastic and 
cause it to crack.

1

GSM Electrical (Australia) Pty Ltd 
5-9 Rundle Street, Kent Town SA 5067  
P: 1300 301 838  |  E: service@gsme.com.au
www.gsme.com.auAugust 2026

Certification Number:   
GMA-517691-EA

FNCEF200
FNCEF250
See current catalogue for further detail

Ceiling Exhaust Fans

Catalogue Number Description

FNCEF200 Ceiling Exhaust Fan 200mm Blade Size Cut Out 245mm with Air Movement of 280 
Cubic Metres per Hour

FNCEF250 Ceiling Exhaust Fan 250mm Blade Size Cut Out 295mm with Air Movement of 401 
Cubic Metres per Hour

• 	 Easy to clean clip on grille
•	 High performance ball bearing motor
• 	 Compatible with our Hyena Surface Sockets 

FNCEF200 - Ceiling Exhaust Fan 200mm
• 	 Cut out size: Ø 245mm / Overall diameter 300mm
• 	 107mm product height without fascia
• 	 120mm product height including fascia
• 	 100mm minimum height clearance from rooftop to ceiling
• 	 214mm air outlet diameter 
• 	 Air flow 280m3 per hour
• 	 25 Watt ball bearing motor 

FNCEF250 - Ceiling Exhaust Fan 250mm
• 	 Cut out size: Ø 295mm / Overall diameter 355mm
• 	 105mm product height without fascia
• 	 115mm product height including fascia
• 	 100mm minimum height clearance from rooftop to ceiling
• 	 263mm air outlet diameter
• 	 Air flow 401m3 per hour
• 	 30 Watt ball bearing motor 

*The Clipsal brand and associated products 
are registered trademarks of Schneider 
Electric (Australia) Pty Ltd.  
GSM Electrical (Australia) Pty Ltd, the TRADER 
brand and it’s products, have no endorse-
ment or affiliation with Schneider Electric 
Pty Ltd.

PLEASE NOTE: Specifications on documentation prior to 30.05.24 may vary slightly, and information within this document shows 
most recent information, relating to latest FNCEF200 and FNCEF250 models currently in production. 

Easy to Clean Grille

High Performance  
Ball Bearing Motor

Frame design has rotating clamp 
 lugs for ease of installation. 


