
Cleaning Guide: 

Spraying cleaning products on to  
electrical products is not recommended.

It is important to ensure that switches are 
turned off before cleaning.

Do not use any cleaning sprays - only 
wipe down with damp cloth or rub with 
dry cloth. (Do not use an abrasive cloth as 
it may scratch the plastic).

Do not use harsh chemical cleaners as 
these can break down the plastic and 
cause it to crack.
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Certification Number:   
GMA-521737-EA

Sunset Switch

Catalogue Number Description

HPSUNSW Power Point Weatherproof Single Outlet IP34 10A 250V ac Double Pole Auto 
Switched with Cover White Caravan Ready

•	� Voltage: 220-240V/AC			 
•	� Power Frequency: 50/60Hz
•	� Rated Current: 16A	
•	 SBL (LED) 400W
•	 Suitable for incandescent and dimmable fluorescent 	
•	� Ambient Light: <3-500LUX (adjustable)
•	� Working Temperature: -20~+40°C		
•	� Working Humidity: <93%RH
•	� Built-in Timer: 1, 2, 3, 4, 5, 6, 7, 8, 9 Hours	
•	� IP Class: IP66
•	 Back box contains 7x25mm entries
•	 Internal terminal cover for greater safety
•	 Suits HPM style boxes#

HPSUNSW
See current catalogue for further detail

#The HPM & Legrand Brands and 

the Associated product Codes are 

Trademarks of Legrand Australia Pty Ltd

82mm

82mm

Suitable for
SBL (LED) 400W


