RIRINGGRIP.

RHP459

Care and Cleaning

Always ensure the appliance has
cooled completely before cleaning and
maintenance.

+ Always switch off the appliance and
unplug it from the electrical socket
and wait for it to cool down before
cleaning. Ensure that the unit is cool
enough to work on.

+ Avoid contact with heat surface/parts.

+ Never spray with liquids or submerge
the appliance in water or any other
liquid.

+ Do not use harsh chemicals or
solvents to clean this product and
avoid using abrasive cleaning agents.
Use a slightly dampened, lint-free
cloth to clean this appliance.

Warning: NEVER immerses the unit,
power cord and plug in water or any
liquid while cleaning and never allow
water to drip into the appliance.

RINGGRIP 4 Outlet Power Board

with Dual USB

Key Features:

« 4 Qutlet Power Board with Dual USB Outlets and Main Switch

+ Designed for home and office appliances

+ Indoor use only

- Safety overload protection with reset button

+ Surge protected

« Dual USB charging outlets DC 5V 2.1A Maximum

+ Rating 10A 230-240V ac

. Cable and Length: HO5VV-F 3G 1.0mm?/ 0.9m

« Maximum Load: 10A 2400W
- Certified to AS/NZS 3105:2017, AS/NZS 3100:2022,

AS/NZS 3112:2017+A1:2021, AS/NZS 61558.2.16:2022,
AS/NZS 61558.1:2018+A1:20204+-A2:2020

«  Complies with AS/NZS3100 Annex A (Ignitability and

Combustion Propagation)
+ Product Certificate No.: SAA-181172-EA
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Catalogue Number Description

Powerboard Main Switched 4 Socket Outlets 10A 240V ac 2400W
RHP459 Maximum Load with Dual USB Charger Type A 5V 2.1A Total Load
Over Current Protection White

Distributed by:

GSM Electrical (Australia) Pty Ltd
5-9 Rundle Street, Kent Town SA 5067

P: 1300301 838 F: 1300 301 778 E: service@gsme.com.au

www.gsme.com.au
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